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Works Standard 

Customer name and address Commercial contact  

Technical contact  

Date:  Phone:  

Ref./Dep.  Fax:  

  E-mail:  

Air (kg/h)      

Non condensable 1 (kg/h)  Molecular weight (g/mol)  Name  

Non condensable 2 (kg/h)  Molecular weight (g/mol)  Name  

Non condensable 3 (kg/h)  Molecular weight (g/mol)  Name  

      

Water vapor (kg/h)      

Condensable vapor 1 (kg/h)  Molecular weight (g/mol)  Name  

Condensable vapor 2 (kg/h)  Molecular weight (g/mol)  Name  

Condensable vapor 3 (kg/h)  Molecular weight (g/mol)  Name  

Condensable vapor 4 (kg/h)  Molecular weight (g/mol)  Name  

Condensable vapor 5 (kg/h)  Molecular weight (g/mol)  Name  

Suction 

Discharge pressure (mbar abs.)  

Discharge 

Motive steam 

Temperature (°C)  

Minimum pressure (bar abs.)  

Condensation 

Cooling water maximum inlet temperature (°C)  

Cooling water maximum outlet temperature (°C)  

Minimum cooling water pressure (bar abs.)  

Maximum allowable pressure drop (bar)  

Fouling factor on cooling water side (m².K/W)  

Fouling factor on process side (m².K/W)  

Remarks: 


